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3D PRINTED

FINGERS

FLOCKING 

+
INSERTS

3D PRINTED

EOAT

3D PRINTING SERVICE

• Maximum printable dimensions 
284x380x380 mm.

• Row Material PA12 GB- Similar mechani-
cal features of molded parts.

• Shipping in 48 hours.

3D rapid prototyping service 
on customer’s drawing: jaws, 
jigs, EOAT, etc. with HP Multi 
Jet Fusion.

Material technical specifications Method

Material PA12 GB

Density of parts 1.01 g/cm³ ASTM D792

Tensile strenght, max load 48 MPa ASTM D638

Heat deflection temperature (@ 1.82 MPa) 95°C ASTM D648 Test Method A

SHIPPING IN 

48 HOURS

Ask your local Gimatic dealer for further information.
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3L LASER SERVICE

  NEW

3M METAL SERVICE

• Machined parts for components made in 
stainless steel or aluminum.

• Different thickness available:

• Machined parts made in Delrin 900P 
NC010 or Extrusion Aluminium Alloy

STAINLESS STEEL ALUMINIUM

1 mm 2 mm

2 mm 3 mm

3 mm 4 mm

5 mm

DELIVERY IN 

3 WORKING DAYS

DELIVERY IN 

5 WORKING DAYS


